) PLACE [TEM 6 (LED) IN THE DRIVER'S LINE OF SIGHT TO [INDICATE

THAT THE CELL IS WORKING AND THE FUSE TSN'T BURNT,

2) FIND ANY ELECTRICAL DEVICE THAT WORK ONLY WHEN THE ENGINE

1S ON AND CONNECT [T IN SERIES TO THE CONTROL STGNAL OF THE RELAY.
(7 ~) 3) ITEM 5 CAN BE REPLACED WITH CONTACT BREAKER 15 AMPER.

VH

B
®)

1| LED 00000000 |Buy 00 |

o|Fuse holder + I5A fuse (00000000 |Buy 00 |

O FIRST AID CELL - ASSEMBLY| 2121000 | ASM 00 |

A Electric wire 00000000 [Buy 00 |

3| Car’s battery 00000000 [Buy 00 |

2| 1obhm resistor 00000000 [Buy 00 |

[ 12Volt relay 00000000 |Buy 00 |
@) f| NAME DRW No . SUPPLTAR JCATALOG NO. [QNT

/| PART NAME

HYD!R GEN Flectrical setup

FIrst R Al T DRAWING NUMBER | MATERIAL

o 2121003 |

TOLERANCES SUPPLIER| CATALOG NUMBER
M (MM UNLESS OTHERWISE SPECIFIED) AS M O O Q

+ 0.5 UPDATE
A2 + 0.5 00

A
N,
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